2007 4-CYLINDER FLYER CLASS

SPECIFIC CAR RULES

NOTE:  The main objective of this division is an inexpensive, entry-level division, with an emphasis on safety.  
BODY & FRAME

1. Any 4-cylinder car with a maximum wheelbase of 104” and a complete OEM stock body, frame, and suspension.  No bracing anywhere except inside the drivers compartment.  Dash, steering and pedals must remain stock for that make and model.

2. No Hondas, Acura’s or other turbo-charged cars in this class!!

3. Frame must match body (i.e. Ford to Ford, GM to GM).

4. Motor must be in stock location.  Frames must not be altered for motor placement.

5. All bodies must be OEM steel and strictly stock.  No altering or channeling of body allowed.  No spoilers, wings, air scoops, etc. that alters the stock appearance allowed.

6. Full floorboards must remain intact and visible with a metal firewall-separating driver from fuel tank and trunk area.

7. Firewall between motor and driver must be original with no alterations allowed.  All holes must be covered.  Stock dash must be in original position and cannot be covered.

8. All plastics, upholstery, rear seat, lights, mirrors, chrome and all flammable material must be removed.  No interior tin or other covers.  No mirrors allowed.

9. All glass, except windshield, must be removed.  If windshield is removed car must have windshield screen and 3 upright windshield bars.

10. Driver’s door must be welded or bolted shut with approved fastener.  Passenger door may open.

11. Fenders, doors and hoods required.

12. Wheel wells must remain in stock position.  No cutting out of trunks or interior sheet metal.   Only cutting allowed will be for placement of roll cage and fenders may be reasonably trimmed for tire clearance only.  NO sharp edges.

13. All hoods and trunks must remain stock and must be securely fastened.  Hoods may be gutted and back of hood must be sealed off from driver compartment.

14. All cars recommended having an aluminum-racing seat fastened to roll cage, and not bolted to floor.  If the stock is used, it must be securely bolted to the car, and must have all flammable material removed from it.

15. One 12-volt battery must remain under hood.

16. No additional weights or ballast allowed.

17. Stock bumpers must be in stock position.  Rear bumpers may be capped to fender.  Hydraulic bumpers must be welded or chained with 3/16” chain and 3/8” bolts.  No reinforcement of bumpers allowed.

18. Frames and car body must be completely OEM stock.  No after market parts.

19. Must have tow hooks or chains in front and rear.

20. All sharp edges, torn fenders and body panels must be repaired by next racing event.

21. No metal sun visor (7” of tape on driver’s side may be used during heat events only), no taillight covers and no headlight covers.  No side rub rails.  No quarter window covers.

22. Car numbers MUST be clearly marked 24” height with 3” width on and MUST be on both doors, on the roof readable on the right side, and smaller numbers on front and rear.  All painted in highly contrasting colors (light on dark, dark on light). NOTE:  If the scorers cannot read your numbers, you WILL NOT be scored.
BRACING & ROLL CAGE

1. A full perimeter 4 post roll cage with “X” brace in rear hoop must be used.  Roll bar padding required in driver compartment.  Fire retardant padding recommended.

2. Three door bars on each side must be used.  Must have at least one cross bar in top halo of roll cage.

3. Minimum .095 tubing at least 1.666 inches outside diameter for cages and door bars.

4. No square tubing or galvanized pipe allowed.  No squared off corners.

5. Roll cage must be securely welded to frame.  No bars can extend through firewall.

6. Roll cages will be inspected.

7. See “Safety” section regarding doorplates.

SUSPENSION

1. Must be original OEM type suspension.  No reinforcing is allowed.

2. No after market suspension parts allowed.  No add-on quick steer boxes.

3. No racing shocks, springs, etc.

4. Brakes on all four wheels must work.  No brake shut off devices.  No after market brake pedal assemblies allowed.  Master cylinder must be in stock position.  OEM brakes only.

5. No spacers, lumber or chains allowed.

6. One shock, OEM only, per wheel, in original mounts.  No racing shocks, no air shocks, no truck shocks.

TIRES & WHEELS

1. Passenger tires only. NO temperary tires allowed.  Right side must have oversized lugnuts.

2. No Hoosiers.

TRANSMISSION & REAR END

1. Stock OEM transmission only, as per specs for car.  No after market parts.  All forward and reverse gears must be operational and work.  Cars must move forward, then backward on demand of officials.

2. Original drive train only.  No limited-slip, posi-traction or welded differentials.

3. No traction control devices. (MANUAL OR ELECTRONIC)

ELECTRONIC/TRANSMITTING DEVICES

1. NO transmitting or listening devices. (RACECEIVER LEGAL)

2. NO digital gauges, timing retard controls or oxygen sensors allowed.

3. NO adjustable ignition control boxes.

4. NOTE:  Echo Valley Speedway has the right to exchange any MSD Box with one supplied by the Speedway if the MSD Box is suspected to be not within the intent of these rules.  If the suspected MSD Box is found to be illegal, it will be forfeited to the Speedway, and the driver will be disqualified for the remainder of the season, and will lose all points for the year.

FUEL CELL, FUEL & CARBURETOR
1. Stock carburetor/fuel injection system for the make and model.  No alterations allowed.

2. Pump gas only.

3. Gas tank:  If stock gas tank is ahead of rear axle it may remain in place.  If stock tank is behind rear axle, it must be replaced with a fuel cell and MUST be secured and located in trunk, 16-gallon maximum capacity, no homemade cells.

MOTOR

1. The motor must be strictly OEM stock for model and make of car, and be in original mounts.  For example Ford to Ford, Dodge to Dodge, regardless of what it was manufactured with.  No limits on cubic inches.

2. No changes whatsoever.  No after market parts and no performance enhancing parts whatsoever.

3. No porting or polishing or alterations of any kind to motor.

4. No headers.  Must be original exhaust manifolds.  Exhaust must extend past firewall.

5. No turbo-chargers.

CLAIMS

Refer to section “Claims & Claiming, Procedures and Penalties” for information concerning this area. 
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